
 
Panasonic Network Camera  – User Specified Dynamic DNS Setting  
 
(Camera Setup) 
1) Go “Setup” �  Network (IP) � Static �  Change the Port No: (50000/50001/50002…) 
 
2) Go “Setup” �  uPnP �  Auto Port Forwarding Change to “Disable” 
 
3) Go “Setup” �  DynamicDNS �  “Disable” 
 
(Register Dynamic DNS) 
1) Go to website: http://www.dyndns .com 
 

 
 
 
 
 
 
 
 

Click and Create    
new Account  



 
 
2) Step by step to do register 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
3) After register done, please click “My Services”  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Click My Services 



 
 
4) Click “Add Hostname”, to do Register “Domain Name”. 
  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Click “Add Hostname”, 
Do Register “Domain Name”. 



 
 
4) Click “Use Auto detected IP address” and Click “Save Changes” 
 

 
 
 
 
 
 
Dynamic DNNS Setting DONE ! 
 
 
 
 
 
 
 
 
 
 

Click Use Auto 
detected IP address 
and Click Save 
Changes 
 



 
 
Sample for Linksys Router Setting  
 
1) Go and look for “Single Port Forwarding Setting” 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Click and Go  “Single 
Port forwarding setting” 



 
 
 
2) Key-in the Network Camera “Internal IP”  and  “Port Number”  go to the Router  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Network camera 
Internal IP and 
Port Number  



 
3) Enable Dyndns.org and Key-in “User Name”, “Password” and “Host Name”.   
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
Please and go camera site 
 
Click Setup �  DynamicDns and  Select “Disable” -�  Save 
 

 
 
 
Done !! 


